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Dimensions: mm (in.)

1 “AA” Battery Holder
with Leads

12BH311A-GR

EPD-200646

56.5 ±  .50
(2.22 ± .20)

SIZE “AA” OR EQUIV.

OR UM-3X1

2xø2.3±.20
(.10±.008)

2 ± .20
(.07 9± .008)

RedBlack

13 ± .50
(.512 ± .02)

2x8 ± .50
(.314 ± .02)

5.7 ±.20
(.22 ±.008)

5 ± 1
(.20 ± .04)

150 ± 5
(5.9 ± .20)

1.7±.20
(.067±.008)

12.7± .20
(.50 ± .008)

47.5 ± .50
(1.87 ± .20)

150 ± .50
(5.9 ± .20)

5 ± 1
(.20 ± .04)

1.7 ± .20
(.067 ± .008)

.80 ±. 10
(.031 ± .004)

.90 ± .10
(.035 ± .004)

17 ± .50
(.67 ± .02)

14 ± .50
(.55 ± .02)

DETAIL ‘A’ S=3

POLARITY PROTECTION DEVICE
DETAIL ‘A’

HOLES

Date Last Revised:  11-21-14

SPECIFICATIONS
Wire:

Material:

Spring:

AWG # 26

Black and red 150mm ± 5mm

Strip and tin 5mm ± 1mm

PP Resin, black color

0.6mm 65C steel nickel plated wire

RoHS Compliant 
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 Eagle Plastic Devices:   

  12BH311A-GR

http://www.mouser.com/eagleplasticdevices
http://www.mouser.com/access/?pn=12BH311A-GR

