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NOTES:

1.  ORIENTATION OF 0.110 HOLES TO TERMINALS IS NOT CONTROLLED.

2.  HARDWARE IS ONLY ASSEMBLED TO FRONT OF JACK.  THE REST OF
     THE HARDWARE IS SHIPPED UNASSEMBLED.

3. MATERIALS:
       JACK:
          BODY - COPPER ALLOY, NICKEL PLATED
          INSERT - THERMOPLASTIC
          GROUND CLIP AND SPRINGS -  SPECIAL COPPER ALLOY
          INSULATING WASHER - PHENOLIC
          CABLE CLAMP - STEEL, ELECTRO TIN
       HARDWARE:
           STRAP NUT - COPPER ALLOY, GOLD PLATED                          
           HEX NUT, WASHER, HANDLE - COPPER ALLOY, NICKEL PLATED
           LOCK WASHER - SPRING STEEL, NICKEL PLATED

4. SAME AS 6J1206.

5. THIS PRODUCT IS RoHS COMPLIANT. DO NOT SCALE DRAWINGREVISIONS
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THICK PANEL JAX
WITH GOLD STRAP NUT, RoHS 157G A

1. ALL DIMENSIONS IN INCHES  [mm]

    - TWO PLACE DECIMALS     0.02  [0.5]

    - THREE PLACE DECIMALS   0.005  [0.13]
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