
  
 

 DEWALT 12V XR Brushless Sub-Compact Impact Driver - 2x 2Ah 

DCF801D2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Description:  

The DEWALT 12V XR Brushless Sub-Compact Impact Driver has been designed to be compact and 

lightweight allowing you to get into even smaller spaces. The efficient Brushless motor provides 

163Nm of torque as well as 20% more runtime compared with the previous generation. The 

impact driver has 3 speed motor settings, including Precision Drive which offers more control 

when screwdriving. The DEWALT 12V battery pack shows how much battery capacity is remaining 

using the state of charge indicator. 

 

 

• 12V tools and batteries are 100% compatible with 

existing 10.8V products 

• Efficient Brushless motor delivers high performance 

and extended tool life  

• 33mm shorter than the previous generation  

• 3 electronic speeds controls at 0-950/0-1950/0-2850 

RPM allowing for greater control when working on 

precise applications 

• The Precision Drive mode is ideal for fine screw work, 

preventing the screw head or material from being 

damaged 

• State of charge battery pack shows remaining battery 

capacity 

• 20% more runtime than the previous generation 

• Only 0.8kg (tool only) for ultimate portability 

• 'Drop and Load' bit holder for one-handed operation 

• Includes 2 x 2Ah batteries, DCB115 multi-voltage 

charger and TSTAK 

 

 

 

 

 

 



  

 

 

 

 

 

  

 

 

 

 

 

 

 

 

Specifications  

Battery  XR Lithium-Ion  

Voltage 12 V 

Power Output 200 W 

Max Torque (Hard) 163 Nm 

Chuck Capacity 1.5-10 mm 

No of Modes 3 

No Load Speed  0-950/ 0-1950/ 0- 
2850 rpm 

Impacts Per Minute 0-3600 ipm 

Max Bolt Diameter M10 

Bit Holder 6.35 mm 

Length 125 mm 

             Supplied With: 

• 2 x 12V XR 2Ah Batteries 

• 1 x Battery Charger 

• 1 x T-STAK Kitbox 

 

 


