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Accessory for feeder tap system, Cat. Nos. Z5.562.7553.1 (cable end piece) and Z5.563.6553.1 (strain relief). 

Circular plug-in connector, Series RST20I, followed by 3, followed by SS1 or SB1, may be followed by Z, followed by R1, R2, 
RX or RY, may be followed by V, may be followed by M, followed by SW or GL. 

Distribution connector, Series RST20I, followed by 3, followed by V, followed by 3P1, followed by F, may be followed by V, 
followed by SW or GL. 

Feeder tap system, Series podis con, Cat. Nos. FCS, followed by 4 7 SI BU, 4 7 ST SA or 4 7 SA SA. 

Panel-mounted connectors M20 and M25, Series RST20I, followed by 3, followed by SS1 or SB1, followed by M00 or M01, 
followed by V, followed by SW or GL. 

Circular plug-in female and male cable fittings, Series RST20I, RST25I, followed by 4 or 5, followed by SS1, CS1, SB1 or 
CB1, followed by Z, followed by R1, R2, R3, RX or RY, may be followed by S, W or G, followed by V, followed by color code XX, 
followed by blank or coding color XX. 

Male and female panel-mounted inlets and outlets, Series RST20I, RST25I, followed by 4 or 5, followed by SS1, CS1, SB1 
or CB1, followed by M00, M01, M03, M90 or M91, followed by V, followed by color code XX, followed by blank or coding color 
XX. 

Inlets and outlets (self-assembled) , Model ST17, followed by /2, followed by BR or SR, may be followed by /1, followed by 
KGR(GR), BL, SW, WS or any other two digit color.  

Male and female cable fittings (molded-on) , Model ST17, followed by /2, followed by B or S, followed by A, followed by 
1.0xx, followed by KGR(GR), BL, SW, WS or any other two digit color.  

Cable assembly (molded-on) , Model ST17, followed by /2, followed by B, followed by A, followed by S, followed by 1.0xx, 
followed by KGR(GR), BL, SW, WS or any other two digit color.  

 
Marking: Company name and catalog designation on device or carton. 
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been 
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and 
covered under UL's Follow-Up Service. Always look for the Mark on the product. 
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The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner, 
without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with 
permission from Underwriters Laboratories Inc." must appear adjacent to the extracted material. In addition, the reprinted 
material must include a copyright notice in the following format: "Copyright © 2010 Underwriters Laboratories Inc.®" 
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