
1. MATERIAL:
CONTACTS: COPPER ALLOY; NICKEL PLATED
INTEGRATED CONTACT RETENTION SYSTEM
SPEEDSPLICE SEAL: SILICONE RUBBER

2. CONTACT SIZE: 12

3. SPECIFICATIONS:
3.1 CURRENT RATING: 25AMPS
3.2 CONTACT MILLIVOLT DROP: 60MILLIVOLT
DROP @ 125AMP TEST CURRENT.
3.3 RoHS COMPLIANT

4. RECOMMENDED WIRE RANGE: 12-14AWG

5. AVAILABLE HAND CRIMPER: CA-5D12

6. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY

ASSY P/N RECOMMENDED 
WIRE RANGE

PIN CONTACT 
P/N

SOCKET CONTACT 
P/N

ATSS-12-KIT01 12-14AWG AT60-204-12141 AT62-203-12141

KIT CONTENTS (1 EACH)

SPEEDSPLICE
ATSS-12-00

PIN CONTACT:
AT60-204-12141

SOCKET  CONTACT:
AT62-203-12141

ATSS-12-KIT01

KIT, SPEEDSPLICE & SIZE 12
SOLID CONTACTS. 12-14 AWG

P/N DEUTSCH CROSS

ATSS-12-00 JS-12-00

AT60-204-12141 0460-204-12141

AT62-203-12141 0462-203-12141

⌀

CONTACT 
SIZE

MIN. 
INSUL O.D

MAX. 
INSUL O.D

TYPICAL WIRE 
RANGE

CURRENT 
RATING

12 3.40mm 
(.134 in)

4.32mm 
(.170 in)

12-14AWG 25 AMPS
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