
Prepare cable as you would for UTP assemblies. Place the boot
onto the cable, followed by the metal can, as shown above.

Terminate the RJ45 plug prior to fitting the shielding can.
Bend the drain wire across the top of the RJ45 body as shown,
trim as necessary.

Figure 1. Figure 2.
Strain Relief Boot Shielded Can RJ45 Plug

Drain Wire
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MH - MODULAR SERIES

Ordering information:

Type: P/N - BULK: Product Code:
RJ45-SC 6510-0103-01 MHRJ45SC

MHRJ45-SC - Shielding Can

Features:
� Shielding Can for easy conversion from UTP to FTP

� Recommended for use with MHRJ45-8P8CR
and any of the MHRJ45-SRB boots

MHRJ45-SRI - Series Ordering information:

Colour: P/N - BULK: Product Code:
Light Grey 6510-0109-01 MHRJ45SRI-LG
Dark Grey 6510-0109-02 MHRJ45SRI-DG
Blue 6510-0109-03 MHRJ45SRI-B
Yellow 6510-0109-04 MHRJ45SRI-Y
Green 6510-0109-05 MHRJ45SRI-G
Black 6510-0109-06 MHRJ45SRI-BK
Red 6510-0109-10 MHRJ45SRI-R

Features:
� Standard version OD up to 6.0 mm

� Insert locks into place after crimp

� Available in 6 standard colours

� Custom colours available upon request.
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