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Part Number
L

(uH)
Test Freq.

(KHz/V)
DCR Max.

(Ω)
IDC Max.

(A)
KSE-CD5D18NP-4R1NC 4.1 100/0.25 0.057 1.95

6.2 100/0.25 0.096 1.40
10 100/0.25 0.124 1.20
12 100/0.25 0.153 1.10
15 100/0.25 0.196 0.97
18 100/0.25 0.210 0.85
22 100/0.25 0.290 0.80
33 100/0.25 0.386 0.65
47 100/0.25 0.595 0.54
68 100/0.25 0.840 0.43
82 100/0.25 0.978 0.41
100 100/0.25 1.200 0.36
120 100/0.25 1.500 0.33
150 100/0.25 1.710 0.31
180 100/0.25 2.240 0.28

ELECTRICAL CHARACTERISTICS
Part Number

L
(uH)

Test Freq.
(KHz/V)

DCR Max.
(Ω)

IDC Max.
(A)

KSE-CD5D28NP-1R0NC 1.0 100/0.25 0.015 2.80
2.2 100/0.25 0.023 2.60
5.6 100/0.25 0.038 1.90
8.2 100/0.25 0.053 1.60
10 100/0.25 0.065 1.30
12 100/0.25 0.076 1.20
18 100/0.25 0.110 1.00
22 100/0.25 0.122 0.90
33 100/0.25 0.189 0.75
47 100/0.25 0.260 0.62
68 100/0.25 0.355 0.52
100 100/0.25 0.520 0.42
150 100/0.25 0.680 0.35
180 100/0.25 0.930 0.32
220 100/0.25 1.150 0.30
270 100/0.25 1.560 0.27
330 100/0.25 1.980 0.25

Note:
L - inductance
Tolerance: N:±30% , M:±20% , K:±10%
IDC:DC current at which the inductance drops approximate 35% from its value without current.

KSE-CD5D18NP-6R2NC
KSE-CD5D18NP-100NC
KSE-CD5D18NP-120NC
KSE-CD5D18NP-150NC
KSE-CD5D18NP-180NC
KSE-CD5D18NP-220NC

KSE-CD5D18NP-330NC
KSE-CD5D18NP-470NC
KSE-CD5D18NP-680NC
KSE-CD5D18NP-820NC
KSE-CD5D18NP-101NC
KSE-CD5D18NP-121NC
KSE-CD5D18NP-151NC
KSE-CD5D18NP-181NC

KSE-CD5D28NP-2R2NC
KSE-CD5D28NP-5R6NC
KSE-CD5D28NP-8R2NC
KSE-CD5D28NP-100NC
KSE-CD5D28NP-120NC

KSE-CD5D28NP-180NC
KSE-CD5D28NP-220NC
KSE-CD5D28NP-330NC
KSE-CD5D28NP-470NC
KSE-CD5D28NP-680NC

KSE-CD5D28NP-101MC
KSE-CD5D28NP-151MC
KSE-CD5D28NP-181MC
KSE-CD5D28NP-221MC

KSE-CD5D28NP-271MC
KSE-CD5D28NP-331MC

KSE-CD5D




