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SECTION A-A

NON-CONDUCTIVE
PSA TAPE STANDARD

NOTES:

AVAILABLE IN STANDARD 24" AND 48" LENGTHS OR CUT TO LENGTH AS DESIRED1.
CONDUCTIVE PSA TAPE AND PRODUCTS WITHOUT PSA TAPE CAN ALSO BE SUPPLIED2.
PLEASE CONTACT FACTORY FOR SIZES NOT SHOWN3.

REVISIONS

REV. DESCRIPTION APP ENG. MFG ENG.

A PRODUCTION RELEASE - -

ITEM NO. DESCRIPTION QTY.

1 POLYURETHATNE FOAM CORE 1
2 CuNi CONDUCTIVE METALIZED FABRIC 1
3 PSA TAPE WITH LINER 1

CROSS SECTION TOLERANCES
 0.010 (0.25mm) FOR ALL DIMENSIONS UP TO 0.040 (1.02mm)

 0.020 (0.50 mm) FOR ALL DIMENSIONS ABOVE 0.040 (1.02mm)

LENGTH TOLERANCES
0.20-6.00 (5.08-152.40 mm)  0.03 (0.76 mm)

6.01-18.00 (152.65-457.20 mm)  0.06 (1.52 mm)
18.01-48.00 (457.45-1219.20 mm)  0.08 (2.03 mm)
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CAGE CODE:

THIS DOCUMENT CONTAINS CONFIDENTIAL PROPRIETARY 
INFORMATION OWNED BY LEADERTECH, OR DEVELOPED 
AT IT'S OWN PRIVATE EXPENSE, AND MAY NOT BE USED, 
DUPLICATED OR DISCLOSED IN WHOLE OR IN PART FOR 
ANY PURPOSE INCLUDING DESIGN, MANUFACTURE OR 
PROCUREMENT WITHOUT THE WRITTEN PERMISSION OF 
LEADERTECH. LEADERTECH DOES NOT GUARANTEE OR 
WARRANTY THE PERFORMANCE CHARACTERISTICS. 
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UNLESS OTHERWISE SPECIFIED:
- ALL DIMENSIONS ARE IN INCHES

- PART SHALL BE FREE OF BURRS AND SHARP EDGES
- ALL DIMENSIONS SHOWN APPLY AFTER

PLATINGS AND COATINGS
- RoHS COMPLIANT PER EU DIRECTIVE 2015/863

- POI = POINT OF INTERSECTION

- -
MFG ENG:

Cu/Ni RIPSTOP FABRIC / POLYURETHANE FOAM CORE
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