
Order No. SAP No. Description

PID-00210 Consult Molex 1U 24 Port Modular Keystone Patch Panel Unloaded

KSJ-00032-** Consult Molex Keystone Jack C5E 568A/B

KSJ-00033-** Consult Molex Keystone Jack C6 568A/B

KSJ-00064-02 Consult Molex Keystone Blank (White)

KSJ-00064-04 Consult Molex Keystone Blank (Black)

Features and Benefits
The Molex Premise Networks 24 Port 
Modular Keystone Jack Patch Panel is a 
flexible patching solution for small to 
medium sized installations. The panel 
is shipped unloaded and can be 
configured to provide the exact 
number of ports required. The 
Keystone Jacks snap in easily and can 
be removed if required.

The Patch Panel features an integral 
rear cable management tray for ease 
of installation and cable dressing. Port 
identification can be provided by 
utilising the silk screened areas shown 
on the front of the panel.

n Available in 24 Ports, 1U
n Modularity provides installation   
 flexibility
n Easy snap in Keystone Jacks
n Rear cable management included
n Graphite grey finish

Technical Information
Mechanical Characteristics
Patch Panel
Material:  CRS (cold rolled   
  steel)
Thickness:  1.6mm
Coating:  Graphite Grey   
  Powdercoat
Shipping weight:  1kg

FEATURES AND SPECIFICATIONS 24 Port Keystone
Patch Panel

ORDERING INFORMATION

Insert colour code in place of **: 10=Almond, 02=White, 04=Black, 05=Light Grey, RD=Red, BL=Blue, GR=Green, 
YL=Yellow, RG=Orange, PP=Purple. Note: Colours other than black and white are subject to lead times and MOQ’s.
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