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 105°C                  GW

SCREW TERMINALS

HIGH PERFORMANCE

 All contacts welded

 High ripple current

 

 

APPLICATIONS

 nverter/drives

 

 

 Welding

RoHS    compliant
REACH compliant

Items Characteristics

Rated capacitance range C
R

Capacitance tolerance ± 20%

S R S R R S R

Category temperature range

L R R R

R 
; I

R

limit I
L 

R

limit I
L 

Climatic category IEC 60068 40/105/56

IEC 60384-4

GENERAL SPECIFICATIONS
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DRAWINGS FOR SERIES GW

DIMENSIONS AND MECHANICAL DATA

D

[mm]

h

[mm]

a

[mm]

x

[mm]

i

[mm]
Thread

[Nm]
S

1
S

2

50 5 22 4,5 20 M5 2,0 63 75

75 5 31,7 4,5 20 M5 ; M6 2,0 ; 2,5 90 101

90 5 31,7 4,5 20 M5 2,0 105 116
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Ambient temperature [°C]

ELECTRICAL DATA AND ORDERING CODE FOR SERIES GW

Rated 

voltage

R

Rated 

C
R

Case 

size

D x L 

[mm]

100 Hz, 

20°C 

Ripple 

current 

IR~

100 Hz, 

105°C [A]

Order code

40

56000 50x80 7 12,3 56304050080

100000 75x69 5 16,2 10404075069

180000 75x100 3 22,9 18404075100

150000 90x69 4 20,8 15404090069

220000 90x98 3 28,3 22404090098

63

27000 50x80 8 11,4 27306350080

47000 75x69 5 16,3 47306375069

82000 75x100 4 20,4 82306375100

82000 90x69 4 20,4 82306390069

120000 90x98 3 25,2 12406390098

100

12000 50x80 13 9,0 12310050080

22000 75x69 7 13,2 22310075069

39000 75x100 4 19,9 39310075100

39000 90x69 4 19,9 39310090069

47000 90x98 3 26,7 47310090098

56000 90x98 3 26,7 56310090098

160

4700 50x80 27 6,3 47216050080

8200 75x69 16 9,0 82216075069

15000 75x100 8 13,8 15316075100

15000 90x69 8 13,8 15316090069

22000 90x98 6 18,7 22316090098

Rated 

voltage

R

Rated 

C
R

Case 

size

D x L 

[mm]

100 Hz, 

20°C 

Ripple 

current 

IR~

100 Hz, 

105°C [A]

Oder code 

250

3300 50x80 34 8,0 33225050080

5600 75x69 20 11,2 56225075069

8200 90x69 14 15,4 82225090069

10000 75x100 11 17,1 10325075100

15000 90x98 7 23,3 15325090098

350

1500 50x80 74 5,4 15235050080

2700 75x69 41 7,8 27235075069

3900 90x69 29 10,6 39235090069

4700 75x100 24 11,7 47235075100

6800 90x98 16 15,7 68235090098

400

1000 50x80 111 4,4 10240050080

1800 75x69 62 6,4 18240075069

3300 75x100 34 9,8 33240075100

3300 90x69 34 9,8 33240090069

4700 90x98 24 13,1 47240090098

1000 50x80 111 4,4 10245050080

450

1500 75x69 74 5,8 15245075069

2200 90x69 51 8,0 22245090069

3300 75x100 34 9,8 33245075100

3300 90x98 34 10,9 33245090098

4700 90x98 20 14,2 47245090098


