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Applications 

 LED Signs 

 LED Strips and Tapes  

 Outdoor LED Lighting  

 Display Case  

 LED Downlights 

 Office Lighting  

 Retail and Entertainment Lighting 

Technical Features 

 Universal Input Voltage  

 IP65 design for indoor or outdoor installation  

 Low Power 8W 

 Convection Cooled  

 Short Circuit & over temperature protections  

 Prewired for convenience 

8W 3V-36V 350mA IP65 Rated Constant Current 

LED Driver 

IZC035-008F-5065C-SA 
Product Overview 

IZC035-008F-5065C-SA is a 8W RoHS compliant single 350mA output Constant 

Current power supply, of waterproof design, suitable for LED lighting applications both 

indoors and out. 
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Important Information and Precautions 

 The ……………., when powered up, are very bright. Thus it is advised that you do not look directly at 

them. Turn the ………….. product away from you and do not shine into the eyes of others.  
 ……………. products will overheat in operation if not attached to a suitable Heat Sink. Overheating 

can cause failure or irreparable damage. 
  Do not operate ……………. products with a Power Supply with unlimited current. Connection to 

constant voltage Power Supplies that are not current limited may cause the …………… product to 

consume current above the specified maximum and cause failure or irreparable damage. 
 ……………. products, when operated, can reach high temperatures thus there is risk of injury if they 

are touched.  
 DO NOT HOT PLUG ON LED SIDE OF POWER SUPPLY  
 DO NOT TOUCH or PUSH on the LED as this might cause irreparable damage. 

Specification 

Voltage 3V-36V 

Current 350mA 

Power 8W 

IP Rating IP65 

Input Voltage 100V-240V 

Leakage Current  <1mA 

Power Factor 0.5 

Voltage Tolerance ±0.5% 

Efficiency Higher than 68% 

Set Up Time <1s 

Over Load Protection 20% exceed is allowing 

Operating Temperature -10°C to +40°C 

Storage Temperature -20°C to +80°C 

Safety Standards Designed to meet EN61347-1:2001/EN61347-2-13:2001 

EMI Standards Meets Emissions to EN 55105, EN61547 

Dimensions L74.5 x W35 x H23mm 

Weight 105g 

Input Connections 
2 core double insulated cable VDE H03VV-F 3G*0.75mm 2 

Brown & blue (L=200mm) 

Output Connections 
2 core double insulated cable for each channel VDE H03VV-F 

2G*0.75mm 2 Black & red (L=200mm) 
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Technical Drawing 
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RoHS Compliance  

Our products comply with the European Directive 2002/95/EC, calling for the elimination of 

lead and other hazardous substances from electronic products. 

 

For further information please contact ILS 

The values contained in this data sheet can change due to technical innovations. Any such 

changes will be made without separate notification. 
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