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NOTES:

DRAWING SHOWS ONLY TS CONFIGURATION.1.
IP RATING: IP66, SEALED WHEN MATED.2.
HANDLE MATERIAL: NYLON AND RUBBER.3.
USE THE FOLLOWING TABLE TO DETERMINE THE SUITABLE HANDLE FOR A SPECIFIC CABLE:4.

USE THE FOLLOWING TABLE TO DETERMINE THE SUITABLE HEX NUT AND WASHER, FOR A SPECIFIC PANEL THICKNESS:5.

RECOMMENDED MOUNTING HOLE DIMENSION:6.

MAKE SURE THAT THE PLUG IS TIGHTENED ALL THE WAY INTO THE7.
HANDLE TO GUARANTEE PROPER SEAL, MOUNTING THEPLUG MAY REQUIRE 
EXTRA FORCE TO OVERCOME THE RUBBER EDGE INTERFERENCE.
RECOMMENDED WORKING TEMPERATURE:8.
-20 TO 50 C
THIS PRODUCT IS RoHS COMPLIANT.9.
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1. ALL DIMENSIONS IN INCHES  [mm]

    - TWO PLACE DECIMALS     0.02    [0.5]

    - THREE PLACE DECIMALS   0.005  [0.13]
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