
CoreInk
SKU:K048

view the corresponding tutorial&quick-Start.

Arduino  UIFlow

CoreInk is a brand new E-ink display in the M5Stack cores range. Controlled by the ESP32-PICO-D4 This new device includes a 200x200
1.54" Black and White E-Ink Display. Compared to a regular LCD，E-ink displays are easier on the eyes, which makes them a great choice
for reading or viewing for longer periods. Other benefits are the low power consumption and the ability to retain the image even if power to
the display is terminated。For control the CoreInk integrates an multi-function button,A physical button, integrated status LED and
buzzer.The device also includes a 390mAh Lipo，RTC(BM8563)for controlling accurate timing and deep sleep funcionality. CoreInk features
independent reset and power buttons，expansion ports(HY2.0-4P，M-BUS，HAT expansion)for attaching external sensors to expand
functionailty，for unlimited possibilities。

Precautions: Please avoid long-time high-frequency refresh when using it. The recommended refresh interval is (15s/time). Do not
expose to ultraviolet rays for a long time, otherwise it may cause irreversible damage to the ink screen. The low-power power
management solution adopted by CoreInk is different from that of CORE and StickC devices. When in use, the PWR button is used as
a power-on button(long press 2s). If you need to shut down the device, you need to use the software API or press the reset button on
the back.

Tutorial&Quick-Start

Description



ESP32 Standard wireless f unct ions WiFi,Bluetooth
Internal 4M Flash
Low Power Display
180 degree v iewing angle
Expansion ports
Built -in Magnet
Internal Battery
Expandable

1x CoreInk
1x Ty pe-C USB(20cm)

IoT Terminal
E-Book
Industrial Control Panel
Electronic Tag

·
R eso u r ce Par amet er

Product Features

Includes

Application

Specification



ESP32- PI C O- D 4 240M H z  dua l  c or e ,  600 D M I PS,  520KB SR AM ,  Wi - F i ,  dua l  mode Bl ue t oo t h
F l as h 4M B F l as h
I nput  Vo l t ag e 5V @ 500mA
Por t s T ypeC * 1,  H Y2. 0- 4P* 1 ,  M - BU S F emal e  C onnec t or， Pi n  Ar r ay/  H at  Expans i on

Sc r een
GD EW0154M 09 |  SPI  Por t  |  200* 200@1. 54"  |  D p i : 184 |  1 - b i t  B l ac k &  Whi t e ( Gr ays c a l e： 2)  |
Vi ewi ng  Ar ea( mm)： 27. 6x27. 6  |  D ot  p i t c h( mm)  0 . 138x0. 138 |  R ef r es h T i me（ s）  0 . 82  / Par t i a l  r e f r es h（ s）
0. 24

Phys i c a l
But t ons Pr og r ammabl e  * 1  ，  R es et  * 1，  Power  * 1

LED Gr een LED  x 1
R T C BM 8563
Buz z er Pas s i ve  Buz z er * 1
Wi f i 2 . 4G 3D  Ant enna
PI N S G25,  G26,  G36,  G23,  G34,  G18,  G21,  G22,  G14,  G13
Bat t e r y 390mAh@3. 7V
Wor ki ng  Temp 32° F  t o  104° F  (  0° C  t o  40° C  )
N et  Wei g ht 32g
Gr os s  Wei g ht 55g
D i mens i ons 56* 40* 16mm
Pac kag e Si z e 82* 46* 20mm
C as e M at er i a l Pl as t i c  (  PC  )

EasyLoader is a concise and fast program writer, which has a built-in case program related to the product. It can be burned to the main
control by simple steps to perform a series of function verification. Please install the corresponding driver according to the device type.
M5Core host Please click here to view the CP210X driver installation tutorial, M5StickC/V/T/ATOM series can be used without driver)

EasyLoader

http://127.0.0.1:3000/en/arduino/arduino_development


E-Ink Display

Screen Resolution：200x200
ESP32 C h i p GPI O4 GPI O0 GPI O15 GPI O9 GPI O18 GPI O23
GD EW0154M 09 BU SY R ST D / C C S SC K M OSI

Multi-function button & Physical Button & LED & Buzzer
ESP32 C h i p GPI O37 GPI O38 GPI O39 GPI O5 GPI O10 GPI O2 GPI 12
M ul t i - f unc t i on
but t on

Lef t
pos i t i on

But t on
pr es s

R i g ht
pos i t i on / / / /

Phys i c a l  But t on / / / Phys i c a l
But t on / / /

LED / / / / LED / /
Buz z er / / / / / Buz z er /
Power  C ont r o l / / / / / / M OS

USB Serial
ESP32
C hi p GPI O1 GPI O3

C P2104 R XD T XD

Internal I2C Connection
ESP32
C hi p GPI O21 GPI O22

BM 8563 SD A SC L

Windows  MacOS

Pin Mapping

https://m5stack.oss-cn-shenzhen.aliyuncs.com/EasyLoader/Windows/CORE/EasyLoader_CoreInk_FactoryTest.exe
https://m5stack.oss-cn-shenzhen.aliyuncs.com/EasyLoader/MacOS/CORE/EasyLoader_CoreInk_Factory.dmg


POR T PI N Pr o t o co l :
EXT - POR T G32/ 33 I 2C

AD C 1 AD C 2 D AC 1 D AC 2
8
C hanne l 10  C hanne l 2

C hanne l
2
C hanne l

G32- 39 G0/ 2 / 4 / 12- 15/ 25- 27 G25 G26

For more info on specific pin functions refer to the official ESP32 DocsESP32 datasheet

Datashe e t
ESP32
BM8563
SY7088
GDEW0154M09

API
Arduino API

Github Lib & Example

Coreink-HY2.0 4P Port

ESP32 ADC/DAC Mappable Pins

Related Link

Example

1. Arduino

Schematic

https://m5stack.oss-cn-shenzhen.aliyuncs.com/resource/docs/datasheet/core/esp32_datasheet_en.pdf
https://m5stack.oss-cn-shenzhen.aliyuncs.com/resource/docs/datasheet/core/esp32_datasheet_cn.pdf
https://m5stack.oss-cn-shenzhen.aliyuncs.com/resource/docs/datasheet/core/BM8563_V1.1_cn.pdf
https://m5stack.oss-cn-shenzhen.aliyuncs.com/resource/docs/datasheet/core/SY7088-Silergy.pdf
https://m5stack.oss-cn-shenzhen.aliyuncs.com/resource/docs/datasheet/core/CoreInk-K048-GDEW0154M09%20V2.0%20Specification.pdf
http://127.0.0.1:3000/en/arduino/arduino_home_page?id=coreink_api
https://github.com/m5stack/M5-CoreInk
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