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900 Series Buccaneer®

PX0950  

PX0950 & PX0941  

PX0960, PX0970

r Additional bulkhead
adaptor moulding

r For use with flange
mounting connector
PX0941, to give 45˚ or 90˚
angle

r Supplied with high grade
sealing gasket

r Supplied with sealing
grommets for panel fixing
screws (M6 thread
recommended)

r Sealing caps to maintain
IP68 rating of unmated
connectors

Accessories

PX0960 Sealing cap for use with PX0911/xx/x and
PXA911/xx/x

PX0970 Sealing cap for use with all other styles

PX0980 Gland pack for 7-13mm cable sizes

PXA980 Gland pack for 14-20mm cable sizes
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Buccaneer® Connectors

PXx9 x  x  /  xx  /  x  x
Part No System

Series Designation
09 = Standard Cable Accommodation
A9 = Large Cable Accommodation

Body Styles
1 = Flex, 2 = Flex In-line, 
3 = Chassis, 4 = Flange Chassis

Contact Termination
1 = Screw Terminal

Number Contacts
02 = 2 pole, 03 = 3 pole,  
04 = 4 pole, 05 = 5 pole
07 = 7 pole

Contact Type
P = Plug, S = Socket

Keyway Orientation
Blank = Standard
A = Alternative


