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SEE BOM TABLE MOHAN 04-Jun-13   BNC RIGHT ANGLE PCB
  MOUNT RECEPTACLE JACK
  (50 OHMS), 

MOHAN 04-Jun-13

A

A UPDATE DRAWING FORMAT/MODIFY BODY  12-Feb-04 --

B
REVISING HOUSING COLOR TO WHITE, BODY HEIGHT 

TO 15.60 mm
18-Sep-06 --

C
REVISE BACK HOUSING SHOWING BACK CONTACT PINS 

CAPTIVATED
28-Jun-07 --

D HARDWARE REMOVED 02-Feb-10 --

E
CORRECT DIMENSIONAL ERRORS, ADD SPECIFICATIONS, 

UPDATE FORMAT
04-Jun-13 2477 MB

6 GROUNDING TERMINAL COPPER PLATED STEEL TIN

5 MOUNTING HOOK BRASS TIN

4 HOUSING PBT +15% GLASS FIBER (UL 94 V-0) WHITE 

3 INSULATOR POLYPROPYLENE UL 94HB NATURAL 

2 CENTER CONTACT PHOSPHORUS BRONZE GOLD

1 CONNECTOR BODY ZINC ALLOY
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RoHS COMPLIANCE

NOTES:
 
 1.  MECHANICAL CHARACTERISTICS:
     A. MATING / UNMATING - 500 CYCLES
 
 2.  ELECTRICAL CHARACTERISTICS: 
     A. NORMAL IMPEDANCE :  50 OHMS
     B. FREQUENCY RANGE :  0-1 GHz
     C. OPERATING VOLTAGE  - 500 VOLTS RMS
     D. CONTACT RESISTANCE  - 3.0 MILLIOHMS MAX.(GOLD)
     E. DIELECTRIC WITHSTANDING VOLTAGE - 1500 VOLTS RMS
     F. INSULATION RESISTANCE - 5000 MEGAOHMS MIN.
 
 3.  ENVIRONMENTAL CHARACTERISTICS: 
     A. TEMPERATURE RANGE - -65�$C TO +165�$C
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