
MOD-TC 

 

 

K-TYPE THERMOCOUPLE INTERFACE BOARD WITH MAX6675 AND UEXT 

MOD-TC allows boards with a UEXT connector to measure temperature with a TC-K-TYPE K-type thermocouple. It 
has MAX6675 IC and allows temperature measurements in the range of 0-1023.75C with 0.25C resolution. 

FEATURES 

 Thermocouple connector 

 Uses MAX6675ISA 

 UEXT connector 

 FR-4, 1.5 mm, soldermask, component print 

 Dimensions: 22x18mm (0.9 x 0.7") 

 

DOCUMENTS 

 MOD-TC European Declaration of Conformity 

 MOD-TC UKCA Declaration of Conformity 

 

HARDWARE 

 MOD-TC newest revision schematic 

 MOD-TC older revision schematic 

 

SOFTWARE 

 OLIMEXINO-STM32 demo example for read MOD-TC 

 OLIMEXINO-328 demo example for read MOD-TC 

 DUINOMITE project for MOD-TC read 

 

https://www.olimex.com/Products/Modules/UEXT
https://www.olimex.com/Products/Modules/UEXT
https://www.olimex.com/Products/Modules/Sensors/MOD-TC/resources/EU-DOC-MOD-TC.pdf
https://www.olimex.com/Products/Modules/Sensors/MOD-TC/resources/UKCA-DOC-MOD-TC.pdf
https://www.olimex.com/Products/Modules/Sensors/MOD-TC/resources/MOD-TC-MK2_sch.pdf
https://www.olimex.com/Products/Modules/Sensors/MOD-TC/resources/MOD-TC-REV-B-SCHEMATIC.pdf
https://www.olimex.com/Products/Duino/STM32/OLIMEXINO-STM32/resources/OLIMEXINO-STM32+MOD-TC.zip
https://www.olimex.com/Products/Modules/Sensors/MOD-TC/resources/Olimexino-328-MOD-TC.zip
https://olimex.wordpress.com/2012/01/16/duinomite-measurement-of-high-temperatures-with-k-type-thermocouple/

