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X. = 1mm
  X.X = 0.50mm
 X.XX = 0.20mm
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Customer Information Sheet

DIM'B'

DIM'A'

DIM'C'

(0.30)

0.42 MAX TYP

PART No. DIM 'A' DIM 'B' DIM 'C'

S01-30200500 30.0mm 20.0mm 5.0mm
S01-30300500 30.0mm 30.0mm 5.0mm
S01-40400500 40.0mm 40.0mm 5.0mm
S01-50250500 50.0mm 25.0mm 5.0mm

S01-XXXXXXX0

S.BENNETT

FC 6 22.05.23 32675

R.PORTLOCK
F.CHRISPINE

NOTES:
1. DIM 'C', HEIGHT OF THE CAN IS FROM THE BOTTOM EDGE
   TO THE INSIDE OF THE TOP FACE.
2. BOTH DIM 'A' AND 'B' ARE FROM THE CENTRE OF THE MATERIAL
   THICKNESS.
3. CANS ARE PACKED INDIVIDUALLY IN POLY BAGS.
4. SHIELD CAN IS RECOMMENDED FOR USE WITH RFI SHIELD CLIPS:
   S1711-XXR AND S2711-XXR.

NICKEL SILVER, HALF
HARD NS106, TO BS1653

0.30mm THICK

EZ-BOARDWARE
SHIELD CAN

ORDER CODE:

S01-XXXXXXX0
SIZE:
  DIM 'A' = LENGTH
  DIM 'B' = WIDTH
  DIM 'C' = HEIGHT
FINISH:
  0 = UNPLATED FINISH

ETCHED HARWIN LOGO.
NOT THROUGH CUT.

ETCHED PART NUMBER (SEE ORDER CODE).
NO THROUGH CUT.

SECTION  Y-Y

SECTION  X-X

VIEW SHOWING CORNER OF
THE SHIELD CAN
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