
CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

200A Energy Storage Connector
R/A Type

NOTES:
 Rated voltage:1000V/DC.
 Rated current:200A(50mm²) Max.
 Temp.Range:-40°C~+125°C.
 Protection grade:IP67.
 Suilable cable cross sections: 35mm²-50mm² or AWG3/2.
 Cable OD:Ø11mm-Ø13mm
Materials:
 Contact: Copper Alloy,Ag plated.
 Insulator: Nylon.
 Sealings: Silicone
 Product Number Code:

Rated current
200:200A

Housing color
B:Black
E:Orange

Contact plating
Y:Silver

(Series Image-Reference Only)

Connector type
F: Female

Key type
X:W/O Key
A:A Key type
B:B Key type

Mounting type
R: R/A type
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CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

200A Energy Storage Connector
Female Straight Type

NOTES:
 Rated voltage:1000V/DC.
 Rated current:200A(50mm²) Max.
 Temp.Range:-40°C~+125°C.
 Protection grade:IP67.
 Suilable cable cross sections: 35mm²-50mm² or AWG3/2.
 Cable OD:Ø11mm-Ø13mm
Materials:
 Contact: Copper Alloy,Ag plated.
 Insulator: Nylon.
 Sealings: Silicone
 Product Number Code:

Rated current
200:200A

Housing color
B:Black
E:Orange

Contact plating
Y:Silver

(Series Image-Reference Only)

Connector type
F: Female

Key type
X:W/O Key
A:A Key type
B:B Key type

Mounting type
S: Straight Type

W/O Key type A Key type B Key type
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CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

200A Energy Storage Connector Male Type

NOTES:
 Rated voltage:1000V/DC.
 Rated current:200A(50mm²) Max.
 Temp.Range:-40°C~+125°C.
 Protection grade:IP67.
Materials:
 Contact: Copper Alloy,Ag plated.
 Insulator: Nylon.
 Sealings: Silicone
 Product Number Code:

Rated current
200:200A

Housing color
B:Black
E:Orange

Contact plating
Y:Silver

(Series Image-Reference Only)

Connector type
M: Male

Key type
X:W/O Key
A:A Key type
B:B Key type

Mounting type
S: Straight Type

W/O Key type A Key type B Key type
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