
NOTES:
1.  MATERIAL:
    'A' = NYLON V-0, LOW HALOGEN, COLOR: NATURAL (WHITE)
    'B' = NYLON V-2, GLOW WIRE CAPABLE, COLOR: NATURAL (WHITE)
2.  FINISH: NONE
3.  PRODUCT SPECIFICATION: PS-172718-0000
     APPLICATION SPECIFICATION: AS-172718-0000
4.  PACKAGING SPECIFICATION: 
        PK-172709-0000
        REFER TO AS-45499-001 FOR MOISTURIZING NYLON CONNECTOR PARTS.
5.  THIS TPA TO BE USED WITH MOLEX FRONT HOUSING SERIES 172708, 172762, 172767.
6.  DIMENSIONS GIVEN ACROSS CENTERLINES ARE TO BE SYMMETRICAL ABOUT THOSE CENTERLINES WITHIN HALF
     THE TOTAL TOLERANCE.
7. THIS PART CONFORMS TO CLASS 'B' REQUIREMENTS OF COSMETIC SPECIFICATION PS-45499-002.
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DIMENSION UNITS SCALE

MM 5:1
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 0.5 °

4 PLACES ±

3 PLACES ±

2 PLACES ± 0.13

1 PLACE ± 0.2

0 PLACES ±
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PART NUMBER       CKTS MATERIAL
172709-0001           1           A
172709-0101           1           B
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