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Dimensions shown in mm (inch)

Specifications and dimensions subject to change

Cannon Trident Connectors Power Contacts

APK
Power Contacts

• 30 A current rating.
• For use with Neptune connectors.

Socket Pin

Part Number 
Wire Range Wire Loose (100) Reeled (3000) Insulation Strip

mm2 Size Contact Description* Tin Plated Tin Plated Diameter Length

0,50 - 1,00 20-18 AWG Pin APK-PB25A10 031-8717-020 121668-0000 1,40 (.055) - 2,00 (.078) 5,00 (.196)±0,25 (.009)

0,50 - 1,00 20-18 AWG Socket APK-SB25A10 031-8717-120 121668-0100 1,40 (.055) - 2,00 (.078) 5,00 (.196)±0,25 (.009)

1,50 - 2,50 16-14 AWG Pin APK-PB25A25 031-8717-021 121668-0001 2,00 (.078) - 2,90 (.114) 5,00 (.196)±0,25 (.009)

1,50 - 2,50 16-14 AWG Socket APK-SB25A25 031-8717-121 121668-0101 2,00 (.078) - 2,90 (.114) 5,00 (.196)±0,25 (.009)

2,50 - 4,00 14-12 AWG Pin APK-PB25A40 031-8717-022 121668-0002 2,90 (.114) - 3,60 (.141) 5,00 (.196)±0,25 (.009)

2,50 - 4,00 14-12 AWG Socket APK-SB25A40 031-8717-122 121668-0102 2,90 (.114) - 3,60 (.141) 5,00 (.196)±0,25 (.009)

* Referring to reeled contacts

Part Number Current 

(30 µin) 0,76µm A B Rating Wire Size

Gold over Copper A AWG

DM130338 4,60 (.181) 5,84 (.230) 40 A 8 AWG

DM130339 2,54 (.100) 5,54 (.218) 20 A 12 AWG

Part Number Current 

(30 µin) 0,76µm A B Rating Wire Size

Gold over Copper A AWG

DM130341 4,60 (.181) 5,84 (.230) 40 A 8 AWG

DM130342 2,54 (.100) 5,54 (.218) 20 A 12 AWG

Plug

Receptacle

D Subminiature Loose Contacts, Size 8- High Power-Crimp

Recommended Wire Trim Length

20,93 - 20,42
(.824 - .804)

Ø AØ B

Recommended Wire Trim Length

Note: For crimp tooling please consult the factory.


