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Limitation of Use:

Globtek product are not authorized for use as

mission critical components in life support,  haz-

ardous environment, nuclear or

aircraft applications without prior written

approval from the CEO of Globtek Inc.

Contents of this document

are subject to change without

prior notice

Foot Note:

Globtek Inc. will not be liable for the 

safety and performance of these power 

product if unauthorized access and repair

occurs. End user should consult the  applica-

ble UL,CSA or  EN Standards for  proper 

installation instruction. 

NOTES:

1. CORD, PLUG AND CONNECTOR MUST BE MARKED WITH

APPROVAL SYMBOLS OR FILE NUMBER(S). 

PACKING:

HANK

GENERAL SPECIFICATIONS:

RATING: 10A / 250V 

CABLE TYPE / SIZE: H05VV-F 3 x 1.0 mm²

TEMPERATURE RATING: 60° C

CONDUCTOR COLORS: BLUE / BROWN/ GREEN-YELLOW

CABLE JACKET COLOR: BLACK

OVERALL LENGTH (L): 2000 + 50 mm 

CABLE OUTER DIAMETER: 7.0 + 0.2 mm

END ‘A’ TERMINATION:            ARGENTINA PLUG IRAM 2073

END ‘B’ TERMINATION: IEC 320/C13

APPROVALS PLUG: IRAM OR EQUIVALENT

APPROVALS CABLE:               IRAM OR EQUIVALENT

APPROVALS CONNECTOR:     IRAM OR EQUIVALENT

2000±50

153±10‘A’
‘B’

IMPORTANTE PARA EL USUARIO
Los aparatos de la Clase I, poseen
fichas de 3 espigas planas con toma
de tierra, para aumentar su seguridad
NO LA ELIMINE colocando un
adaptador o reemplazando la ficha
por otra de 2 espigas.

PARA SU SEGURIDAD
Su instalacion debe estar provista
de conductor de tierra. De no ser
asi, realice la ade cuacion con
personal especiasisado.
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Flag Safety Label

Flag Safety Label
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