
.06 1.5

SNAP LOCKS IN A .067±.002
[1.7±0.05] DIA. HOLE, IN A 
PANEL THICKNESS INDICATED

.19[4.8]

.19 4.8 .10 2.6

.34 8.7

.08 2.0

.27 6.9

PART #CHKD:
APP:DWN:

DT:SHEET SIZE:SHEET:
FILE #:

1 0F 1 A 06/05/02 R.D.G
MWSLT DLC D.L.C. FINAL

DWG IN
IN[MM]

RICHCO, INC.
ENG@RICHCO-INC.COM

(773) 539-4060

RE: RICHCO, INC.

CREATED USING
SOLIDWORKS

TITLE: MICRO WIRE SADDLE LOCKING TOP

DESCRIPTION ENGR. DATEREV.

SEE TABLE
TOLERANCES

UNLESS NOTED
.XX=±.010

.XXX=±.005
FRAC.=±1/64

ANG.=±1°

PRINT
TYPE

CAA 07/01/02DLC RELEASED TO PRODUCTION
B 07/08/02DLCREVISED CUSTOMER TO RICHCO INC
C 10/01/02SMSEE ECN #475 FOR CHANGES
D 05/12/03SMSEE ECN #626 FOR CHANGES

PART NUMBER MATERIAL COLOR PANEL 
THICKNESS

MW SLT-1-01 NYLON 6/6 (RMS-01)
MW SLT-1-19 FLAME RET. NYLON (RMS-19)
MW SLT1-1-01 NYLON 6/6 (RMS-01)
MW SLT1-1-19 FLAME RET. NYLON (RMS-19)

NATURAL
.063 (1.6)

.093 (2.4)



Mouser Electronics
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Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Essentra:   

  MWSLT1-1-19  MWSLT-1-01  MWSLT1-1-01  MWSLT-1-19

https://www.mouser.com/
https://www.mouser.com/access/?pn=MWSLT1-1-19
https://www.mouser.com/access/?pn=MWSLT-1-01
https://www.mouser.com/access/?pn=MWSLT1-1-01
https://www.mouser.com/access/?pn=MWSLT-1-19

