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UM-FA-11A

UNIVERSAL INPUT SAFETY RELAYS

SPECIFICATIONS

CERT IF ICAT IONS

Safety Relay Module for Safety Light
Curtain/Scanner/E-Stop/Interlock

Supply Voltage: 24 V dc or 24 V ac

Safety Input: 1 Dual/Single Channel

Safety Output:2 NO, 7 Amp; Aux Output: 1 NC, 7A

Terminal Block: Removable; Width: 22.5mm

Self-Checking Circuitry, Auto/Manual Reset

Part Number: 81228

P r i m a r y  H o u s i n g  M a t e r i a l P o l y c a r b o n a t e

C o n t a c t s A g N i  ( 5  µ m  g o l d - p l a t e d )

S a f e t y  I n p u t  -  D u a l  C h a n n e l  ( D r y  C o n t a c t ) 1 0 - 2 0  m A  @  1 2  V  d c

S a f e t y  I n p u t  -  D u a l  C h a n n e l  ( S o l i d - S t a t e ) 5 - 2 0  m A  @  1 8 - 2 8  V  d c  ( P N P )

S a f e t y  I n p u t  -  R e s e t 4 0 - 1 0 0  m A  @  2 4  V  a c / d c  + / -  1 0 %

S a f e t y  I n p u t  -  S i n g l e  C h a n n e l 4 0 - 1 0 0  m A  @  2 4  V  a c / d c  + / -  1 0 %

D e s i g n  R a t i n g C a t .  4 ;  P L  e ;  S I L  3

D i m e n s i o n  ( H  x  W  x  D  i n  m m ) 8 4  x  2 2 . 5  x  1 1 8
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E l e c t r i c a l  L i f e  ( C y c l e s  @  V A ) 1 , 0 0 0 , 0 0 0  @  4 5 0  V A

I P  R a t i n g I P 2 0

M a x  O p e r a t i n g  T e m p e r a t u r e  (  ° C ) 5 0

N E M A  R a t i n g N E M A  1

R e l a t i v e  H u m i d i t y 9 0 %  @  5 0 °  C

I n p u t  O p e r a t i o n S i m u l t a n e o u s  o r  C o n c u r r e n t

O u t p u t  C o n f i g u r a t i o n 2  N O  ( 7  A ) ;  1  N C  ( 7  A )

M e c h a n i c a l  L i f e  ( O p e r a t i o n s  i n  M i l l i o n s ) 2 0

P o l l u t i o n  D e g r e e 2

P o w e r  C o n s u m p t i o n 2  W  /  2  V A

R e c o v e r y  T i m e  ( m s ) 2 5 0

R e s p o n s e  T i m e  ( m s ) 2 5  ( t y p i c a l )

S u p p l y  P r o t e c t i o n Tr a n s i e n t  V o l t a g e ;  R e v e r s e  P o l a r i t y

S u p p l y  V o l t a g e 2 4  V  a c / d c  + / -  1 0 %

T e r m i n a l  T y p e R e m o v a b l e

V i b r a t i o n 1 0 - 5 5  H z  a t  0 . 3 5  m m

A p p l i c a t i o n :  E - S t o p s /  I n t e r l o c k  S w i t c h e s Ye s

A p p l i c a t i o n :  L a s e r  S c a n n e r Ye s

A p p l i c a t i o n :  L i g h t  C u r t a i n s Ye s

A p p l i c a t i o n :  S a f e t y  C o n t r o l l e r Ye s
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