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A2-SIZE 207478

L1NK 396 
UNSHROUDED HEADER ASSY WITH AND WITHOUT

PEG

 PRODUCT CUSTOMER DRAWING
DOCUMENT NUMBER DOC TYPE DOC PART REVISION

2074781000-SD PSD 000 B
MATERIAL NUMBER CUSTOMER SHEET NUMBER

SEE TABLE GENERAL MARKET  1 OF 1

DIMENSION UNITS SCALE

mm 4:1
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 0.5 °

4 PLACES ±

3 PLACES ±

2 PLACES ± 0.2

1 PLACE ± 0.25

0 PLACES ±
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1.5

3.5

DIM.A

CIRCUIT ID

�2.41�

PITCH�3.96�

NOTES:
 1. MATERIAL:
     a. HOUSING:LIQUID CRYSTAL POLYMER.
         RATED UL94V-0, COLOR-BLACK
     b. TERMINAL: BRASS ALLOY
         PLATING: TIN OVER COPPER OVERALL
 2. PRODUCT SPECIFICATION: 2074580000-PS
 3. PACKAGING SPECIFICATION: 2074790000-PK
 4. COSMETIC SPECIFICATION: PS-45499-002 CLASS B

HOUSING TYPE CIRCUIT SIZE HEADER ASSY P/N DIM. A

UNSHROUDED 
HEADER ASSY

WITH PEG

02 2074781002 8.79
03 2074781003 12.75
04 2074781004 16.71
05 2074781005 20.68
06 2074781006 24.64

UNSHROUDED 
HEADER ASSY
WITHOUT PEG

02 2074780002 8.79
03 2074780003 12.75
04 2074780004 16.71
05 2074780005 20.68
06 2074780006 24.64

ISOMETRIC VIEW  6 CIRCUIT

UNSHROUDED HEADER  ASSEMBLY WITHOUT PEG

2.50

1.50

TYP3.96

TYP
3.96

CIRCUIT NO.111.6

PCB LAYOUT VIEWED FROM THE SOLDERING SIDE
(RECOMMENDED PCB THICKNESS : 1.60mm)

17.6

PCB LAYOUT VIEWED FROM THE SOLDERING SIDE
(RECOMMENDED PCB THICKNESS : 1.60mm)

ISOMETRIC VIEW  6 CIRCUIT
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1.65 +0.10
 0.00⌀

⌖ ⌀0.1

CIRCUIT NO.1

1.40 +0.10
 0.00⌀

⌖ ⌀0.1

1.65 +0.10
 0.00⌀

⌖ ⌀0.1

UNSHROUDED HEADER ASSEMBLY WITH PEG
APPLICABLE TO P/N 207478100X

APPLICABLE TO P/N 207478000X

12.1


