
D-Sub Accessories / Jackscrews
TECHNICAL SPECIFICATIONS

Material (screw): Zi-plated steel
   Ni-plated brass
Material (plastic knob / D-JS):
   Polyamide UL94 V2
Mounting torque: 50 - 130 Ncm
   depending on
   part number
Thread options: UNC 4-40
   M2.5
   M2.6
   M3.0

FEATURES

- Designed to be combined with Ossi D-Sub backshells
- D-JS can be delivered in different colours for coding
- D-JS delieverd as solid CNC turned Ni-plated brass or Zi-plated steel jackscrews
- UNC 4-40, M2.5, M2.6 and M3.0 as thread options
- For custom designed solutions, please consult factory

PART NUMBERING SYSTEM

D-JS-45 - M3.0 - RED - BULK
Series:
D-J
Jackscrew:
JS = with plastic knob
JSS = solid screw
Length of screw:
31, 32, 34, 42, 45, 47, 53 or 68 mm
other lengths can be delivered
Thread:
Omit = UNC 4-40
M2.5
M2.6
M3.0
Colour:
D-JS = available in different colours
D-JSS = only available as solid jackscrews
Packaging:
BULK = Bulk / 100 pcs

© Ossi Connectors A/S 2017. Technical data subject to change. All dimensions in millimeters.

                    D-JSS-NH                                D-JSS                                       D-JSS                                             D-JS

D-JS:   Jack screw with plastic screw head
D-JSS:   Turned solid metal jack screw
D-JSS-NH:  Turned solid metal jack screw
                                  with slot screw head
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