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Jackscrew Assembly Jackscrew Assembly Jackscrew Assembly

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.
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1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.
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2. Use Applicator Tool
3-1437001-8 to install
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1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
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Jackscrew Assembly

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.
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Jackscrew Assembly

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.
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Jackscrew Assembly

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.

PART NUMBER
CROSS-REFERENCE
Tyco Previous
Electronics PN
1437012-5 609-002
3-1437001-8 779-6210

©2004 Tyco Electronics Corporation, Hartisburg, PA.
AMP and Tyco are trademarks

EC 0990-1304-04

tyco / Electronics 408-8433
(was 1E05402 A)
AnNIP 02 DEC 04 Rev A

©2004 Tyco Electronics Corporation, Harrisburg, PA.
AMP and Tyco are trademarks.

EC 0990-1304-04

; 408-8433
tqcn/ Bctonts (was 1E05402 A)
AnNMP 02 DEC 04 RevA

©2004 Tyco Electronics Corporation, Harrisburg, PA.
AMP and Tyco are trademarks.

EC 0990-1304-04

tyco / Electronics 408- 8433
(was 1E05402 A)
AP 02 DEC 04 Rev A

Jackscrew Assembly

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.
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Jackscrew Assembly

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.
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Jackscrew Assembly

1. Install jackscrew and place
retaining ring in groove.

2. Use Applicator Tool
3-1437001-8 to install
retaining ring.
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