
INCREVABLE
STRONG POINTS

� Puncture-proof tyre.

� No longer any need for mainte-

nance or after-sales service

� Rolling flexibility.

APPLICATIONS
Windsurf boards, gardening equip-
ment, high-pressure cleaners, small
trailers, wheelbarrows, compres-
sors, etc.

WHEEL RIM: red polypropylene copolymer reinforced by ribs.

TYRE: polyurethane foam (PP 8303) puncture-proof and ultra-light
flexible tyre.

HUB: symmetrical, with plain bore or roller bearing.

TREAD: diamond pattern, with a Shore hardness of 65 (± 5).
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260 78 75 20 120 1,300 601 260 2058 339680 550110 9

25 120 1,300 601 260 2558 339680 550111 6

20 120 1,320 602 260 2058 339680 550112 3

25 120 1,320 602 260 2558 339680 550113 0

300 83 75 20 150 1,900 601 300 2058 339680 5339680 550114 700231 6

25 150 1,900 601 300 2558 339680 550115 4

20 150 1,920 602 300 2058 339680 550116 1

25 150 1,920 602 300 2558 339680 550117 8

400 83 75 20 180 2,550 601 400 2058 339680 339680 550118 50231 6

25 180 2,550 601 400 2558 339680 550119 2

20 180 2,570 602 400 2058 339680 550120 8

25 180 2,570 602 400 2558 339680 550121 5

Code EAN 13
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