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Initial Characteristic Data

Part No : ECA1EM220 (Φ5 X 11)

Leakage

Current

at 120Hz / 20°C at 120Hz / 20°C after 2 min. / 20°C

[ µF ] [ µA ]

26.4 ~17.6 0.14 max. 5.5 max.

1 23.00 0.0669 0.36

2 23.16 0.0688 0.50

3 23.29 0.0668 0.79

4 23.63 0.0668 0.74

5 22.85 0.0670 0.37

6 23.53 0.0657 0.93

7 23.05 0.0659 0.22

8 23.38 0.0660 0.21

9 23.34 0.0652 0.36
10 23.45 0.0649 0.66

Average 23.27 0.0664 0.51

Maximum 23.63 0.0688 0.93

Minimum 22.85 0.0649 0.21
Result OK OK OK
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No

Capacitance Tan δ



Initial Characteristic Data

Part No : ECA1VM220 (Φ5 X 11)

Leakage

Current

at 120Hz / 20°C at 120Hz / 20°C after 2 min. / 20°C

[ µF ] [ µA ]

26.4 ~17.6 0.14 max. 7.7 max.

1 23.20 0.0606 0.32

2 22.98 0.0650 0.43

3 22.66 0.0732 0.28

4 23.09 0.0664 0.30

5 22.93 0.0648 0.26

6 22.33 0.0736 0.40

7 22.65 0.0732 0.56

8 22.85 0.0697 0.22

9 23.21 0.0618 0.32
10 23.16 0.0627 0.50

Average 22.91 0.0671 0.36

Maximum 23.21 0.0736 0.56

Minimum 22.33 0.0606 0.22
Result OK OK OK
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