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 Coordinated surge protection for Information Technology Systems.Coordinated surge protection for power supply systems.

Flexible protection for 1-10 pairs.
Protection available for Bus systems, Measuring and
Control, Telecommunications and Data networks.
Options available for wide range of applications.
LSA block, IDC interface.
Type 1 to 3*

DEHNrapid LSA

Fax,
Telephone

DEHNlink ISDN I
929 024
Digital ISDN.
Can protect two
terminal devices.
RJ45 interface
Type 2*

DEHNlink TC BT
929 026
British Telecom Line,
ADSL, Analogue,
System telephony.
BT Jack interface
Type 2*

DEHNlink DLI TC
929 081
Analogue or 
system telephony.
RJ11/RJ12 interface
Type 2*

DEHNgate DGA TV
909 705
Satellite / Cable TV
F Socket interface
Type 1 to 3*

TV, 
CCTV,
Satellite

DEHNgate DGA BNC VC
909 710/711
Video & Camera Systems.
BNC Interface,
35mm Din Rail
Type 2*

UKGF BNC
929 010
Video & Camera
Systems. 
BNC Interface
Type 2*

DEHNpatch
929 121
Cat6 Ethernet 
RJ45 Interface
Type 2*

Ethernet

DEHNpatch
929 100 (3m)
929 110 (5m)
Cat6 Ethernet
RJ45 Interface
Type 2*

*According to categories in IEC61643-21 / EN61643-21

Selected Blitzductor XT and
DEHNconnect RK models available
for intrinsically safe areas.
ATEX approved.

Protection available for Bus systems, Measuring
and Control, Telecommunications, Data networks,
Antenna and Video system.
Options available for wide range of applications.
Screw Terminal interface, DIN rail mounted.
Type 1 + 2*

NEW BXTU module with actiVsense technology
caters for voltages from 0 - 180V. 
Suitable for vast majority of applications.

BLITZDUCTOR XT with lifecheck.

Protection available for Bus systems,
Measuring and Control, Telecommunications
and  Data networks.
Options available for wide range of applications.
Spring-loaded connection, DIN rail mounted.
Installation width of only 6mm.
Type 2 + 3*

DEHNconnect RK

Explosive areas

DEHN (U.K.) LTD accept no responsibility for the incorrect selection or installation of equipment and reserve the right to change product specifications with notice, if in doubt contact DEHN (U.K.) LTD.


