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Dimensions

Dimensions : Millimetres

Case Code EIA/IECQ L W H P Tw

A 3216 3.2 ±0.2 1.6 ±0.2 1.6 ±0.2 0.8 ±0.3 1.2 ±0.1
C 6032 6 ±0.3 3.2 ±0.3 2.5 ±0.3 1.3 ±0.3 2.2 ±0.1

Temperature Performance

Capacitance
μF

Change of Capacitance (%) Max. D.F (%) Max DCL (μA)
-55°C -85°C +125°C -55°C +85°C +125°C +85°C +125°C

≤1
-10 +10 +12 Below 1.5 

(+25°C value) 10 I0 12.5 I0
1.5μF to 22μF

Capacitor case sizes of rated voltage Table
VR ≤+85°C 6.3(J) 10(A) 16(C) 25(E) 35(V)

VC ≤+125°C 4 6.3 10 16 23
VS ≤+85°C 8 13 20 32 46

VR ≤+125°C 5 8 12 20 26
Temperature range: -55°C to +125°C

Cap CR 
(μF) Cap Code Case size

0.1 1 A A
1 105 A A A A C

2.2 225 A A A A A/C C C
4.7 475 A A A A A/C A/C C C
10 106 A A A/C A/C C C C
22 226 A/C A/C A/C C C C
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Refer to number electrical specification Table

Ur (V) Case Size Cr (μF) DCL 
(μA) Max.

DF
(%) Max.

ES (Ω)
Max. 100kHz

6.3V 85°C (4V 125°C)
6.3 A 10 0.6 6 4
6.3 C 22 1.4 6 1.8

10V 85°C (6.3V 125°C)
10 A 4.7 0.5 6 5
10 A 10 1 6 4

16V 85°C (10V 125°C)
16 A 1 0.5 4 11
16 A 2.2 0.5 6 6
16 A 4.7 0.8 6 4
16 A 10 1.6 8 3.2
16 C 22 3.5 6 1.6

25V 85°C (16V 125°C)
25 A 1 0.5 4 8
25 C 10 2.5 6 1.8

35V 85°C (23V 125°C)
35 A 0.1 0.5 4 24
35 A 1 0.5 4 7.5
35 C 4.7 16 6 1.5

Remark
All technical data measured at 25°C.
Capacitance and loss test conditions: U = 1.7 ~ 2.2V, U partial = 0 ~ 1V (RMS), the measurement frequency: 100(120)HZ
The leakage current should be measured after 5 minutes application of rated voltage should +125°C with voltage derating.

Taping and Packing

Case 
Code W±0.3 F±0.1 E±0.1 P±0.1 P1±0.1 P2±0.1 D+0.1 D0 min. t±0.3 A±0.2 B±0.2 K±0.2

A 8 3.5 1.75 4 2 4 Ø1.5 Ø1 0.2 1.9 3.5 1.9
C 12 5.5 1.75 8 2 4 Ø1.5 Ø1.5 0.3 3.7 6.4 3
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Dimensions : Millimetres

Reel Specification

Check List

Case Code W Qty/reel  
(178mm)

A 8.4 +1.5 2000
C 12.4 +2 500

Item Characteristics Testing Method

Leakage Current Less than 0.01CV or 0.5μA  
(whichever is greater)

Pressurize related voltage between two poles  
(Series connecting 1K current-limiting resistor)

Capacitance Tolerance ±10% (K), ±20% (M) The measurement frequency: 100 (120) Hz
Voltage : 0.3±0.02V

Solderability Soldering coverage rate≥95%

Dip capacitor into flux for two seconds, then remove 
excessive amount of lux, dip capacitor into 245 ±3°C 

welding slot with 10mm depth for three seconds, 
withdraw capacitor, clean capacitor with proper amount of 

solution, use ten times the microscope to observe.

Part Number Table

Description Part Number
Tantalum Capacitor, 10µF, 16V, 20%, A Case, 3216-16 MP001195
Tantalum Capacitor, 10µF, 6.3V, 20%, A Case, 3216-16 MP001196
Tantalum Capacitor, 10µF, 25V, 20%, C Case, 6032-2.5 MP001197
Tantalum Capacitor, 4.7µF, 35V, 20%, C Case, 6032-2.5 MP001198
Tantalum Capacitor, 10µF, 10V, 20%, A Case, 3216-16 MP001199
Tantalum Capacitor, 22µF, 16V, 20%, C Case, 6032-2.5 MP001200
Tantalum Capacitor, 1µF, 16V, 20%, A Case, 3216-16 MP001201

Tantalum Capacitor, 0.1µF, 35V, 20%, A Case, 3216-16 MP001202
Tantalum Capacitor, 22µF, 6.3V, 20%, C Case, 6032-2.5 MP001203
Tantalum Capacitor, 2.2µF, 16V, 20%, A Case, 3216-16 MP001204
Tantalum Capacitor, 1µF, 35V, 20%, A Case, 3216-16 MP001205
Tantalum Capacitor, 1µF, 25V, 20%, A Case, 3216-16 MP001206

Tantalum Capacitor, 4.7µF, 16V, 20%, A Case, 3216-16 MP001207
Tantalum Capacitor, 4.7µF, 10V, 20%, A Case, 3216-16 MP001208

Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 
the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 
without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, 
any error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make 
any assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or 
where the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its 
negligence. Multicomp Pro is the registered trademark of Premier Farnell Limited 2019.
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