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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES

HONEYWELL CONFIDENTIAL
 THIS DOCUMENT CONTAINS PROPRIETARY
INFORMATION AND SUCH INFORMATION MAY
NOT BE DISCLOSED TO OTHERS FOR ANY
PURPOSE, NOR USED FOR MANUFACTURING
PURPOSES WITHOUT WRITTEN PERMISSION
           FROM HONEYWELL
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CATALOG
 LISTING 

CIRCUIT MADE WITH
TOGGLE LEVER IN

NUMBER
OF POLES

CONTACT
TYPE

CERTIFICATION
MARKKEYWAY

SIDE
(1-2, 4-5)

CENTER
 

(1-2, 4-5)

OPPOSITE
KEYWAY

(2-3, 5-6)

2MT2-1 ON OFF ON

DOUBLE
POLE

GOLDEN
PLATE

2MT2-2 OFF NONE ON

2MT2-3 ON NONE ON

2MT2-4 MOM OFF NONE ON

2MT2-5 MOM ON OFF ON

2MT2-6 MOM ON NONE OFF

2MT2-7 MOM ON OFF MOM ON

2MT2-8 MOM ON NONE ON
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THIRD ANGLE PROJECTION
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SPECIFICATIONS

STANDARD UL61058-1

CONTACTS SILVER ALLOY WITH GOLDEN PLATED

SEALING
IEC 60529-2001, IP67, IP68 (EXCEPT 
TERMINALS)

RATING 28VDC 100mA

OPERATING TEMPERATURE -40�$�C TO 85�$�C

TERMINATIONS SOLDER

CIRCUITRY UL61058-1, DPDT & DPST

INITIAL DIELECTRIC 
STRENGTH

UL61058-1, 500VDC, 10mA/1 MINUTE 
BETWEEN OPEN TERMINALS

SALT SPRAY
SAE J1455, DURATION 96 HOURS WITHOUT 
RED RUST

VIBRATION
UL 60068-2-6, 10 TO 500Hz, 10G, 
DURATION 2 HOURS EACH DIRECTION

SOLDER ABILITY UL 61058-1, 350�#�10�$�C, 3s

MECHANICAL LIFE 100K, 60 CYCLES/MINUTE

ELECTRICAL LIFE 60K, 15 CYCLES/MINUTE

 
5 - ELECTRIC RATING WITH GOLDEN PLATED SILVER CONTACT
 
4 - APPLIES ONLY TO "ON" AND "MOMENTARY ON" POSITIONS
 
3 - FURNISHED UNASSEMBLED
 
2 - CATALOG LISTING, DATE OF MANUFACTURE, UL &CE SYMBOL,
    CIRCUITRY AND ELECTRICAL RATING MARKED ON SIDE OF SWITCH.
 
1 - SWITCH WILL WITHSTAND TEMPERATURE OF -40�$�C TO 85�$�C
    CONTINUOUSLY AT FULL RATED LOAD
 
NOTES:
 

TOTAL TRAVEL

SOLDERING TERMINAL

15/32-32 UNS-2A THREAD TO WITHIN
0.060 OF SHOULDER

KEYWAY

 SEALED TO PREVENT
 ENTRANCE OF LIQUIDS OR DUST

LASER MARK

LOCKWASHER 2X HEX NUT
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