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Sensors
Mating Cordsets

Application Specifications Straight/Female
Right Angle/

Female Straight/Male
Right Angle/

Male

Mates with standard
key 4-pin cordsets and
receptacles

125 VAC / 150 VDC, 3.0 A
PG 7 cable gland,
accepts 4-6 mm cable
Screw terminals

B 8141-0 B 8241-0 BS 8141-0 BS 8241-0

Mates with standard
key 5-pin cordsets and
receptacles

30 VAC / 36 VDC, 3.0 A
PG 9 cable gland,
accepts 4-8 mm cable
Screw terminals

B 8151-0 B 8251-0 BS 8151-0 BS 8251-0

4 and 5-Pin eurofast ® Field Wireable

BS 824(5)1-0

Male Connector

B 824(5)1-0

Female Connector

BS 814(5)1-0

Male Connector

B 814(5)1-0

Female Connector

Female Male

4-Pin 5-Pin 4-Pin 5-Pin

Pinouts
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Application Part Number Cable Specifications Pinout

3-Wire picofast
Snap Lock Connection
CSA Certified

PKG 3Z-*

3/24 AWG
Yellow PVC
105°C
4.4 mm OD

1. BN
3. BU
4. BK

PKG 3Z-*/S90

3/24 AWG
Black PUR
80°C
4.4 mm OD

1. BN
3. BU
4. BK

3-Wire picofast
Threaded Connection
CSA Certified

PKG 3M-*

3/24 AWG
Yellow PVC
105°C
4.4 mm OD

1. Bn
3. Bu
4. Bk

PKG 3M-*/S90

3/24 AWG
Black PUR
80°C
4.4 mm OD

1. Bn
3. Bu
4. Bk

3-Pin

3-Pin picofast ®

Cordset
Standard Plug Body
125 VAC/VDC, 4 A

Female

3-Pin

Pinouts






